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WAAROM WE DOEN, 
WAT WE DOEN...

Wij geloven in de kracht van machines om zwaar lichamelijk werk te 

verlichten. Daarom hebben we de afgelopen decennia een uitgebreid 

assortiment miniladers en aanbouwdelen ontwikkeld. Onze producten 

dragen in hoge mate bij aan arbeidsvriendelijke en efficiënte 

werkomgevingen in diverse branches. Van zwaar werk in de stallen en 

groenbranche tot zwaar fysiek werk in de (wegen)bouw en sloop. Onze 

machines nemen graag elke taak op zich en voeren deze op de snelste en 

meest kosteneffectieve manier uit. Laten we stoppen met harder werken 

en slimmer gaan werken! Samen zorgen we voor veilige, duurzame en 

efficiënte werkomstandigheden voor iedereen.

De drijvende kracht achter onze organisatie is dezelfde gebleven. Wij 

ontwikkelen machines en gereedschappen om zwaar werk makkelijker, 

sneller en duurzamer te maken. Dat zit in ons DNA: wat beter kan, wordt 

beter. We bedenken nieuwe en vaak revolutionaire oplossingen om onze 

doelen te bereiken. Daarom zijn we bijzonder trots om ons nieuwste 

assortiment van emissievrije machines. 

Wij zijn klaar voor de toekomst! Jij ook?

   

    Mart van den Hanenberg,   

Founder 





De SHERPA Z-serie is het toppunt van krachtig comfort en ongetwijfeld de volgende stap in slank werken. De Z10 en 

Z20 zijn elektrische machines; ze zijn volledig emissievrij, ergonomisch verantwoord en bijzonder onderhoudsarm. De 

nieuwste toevoegingen aan onze revolutionaire Z-serie zijn de SHERPA Z30, Z40 en Z50. Deze personen worden door 

een krachtige benzine of dieselmotor en dus absolute krachtpatsers. Z-serie operators staan in een ergonomische 

DE COMPACTE
REVOLUTIE 

SHERPA Z-series



standpositie, met alle bedieningshendels binnen handbereik. Daarnaast zijn alle machines voorzien van een verstelbare 

voetplaat, heupbescherming en een verbeterd bedieningspaneel.



Z SERIES

KG

KG

940 kg

2013 mm

3.5-5 km/u

400 kg

1010

A. 261 kg
B. 379 kg
C. 695 kg

A. 182 kg
B. 241 kg
C. 360 kg

KG

KG

785 kg

2013 mm

4.5-7.5 km/u

381 kg

20  20  
LITHIUM  LITHIUM  

A. 261 kg
B. 379 kg
C. 695 kg

A. 182 kg
B. 241 kg
C. 360 kg

KG

KG

785 kg

2013 mm 

4.5-7.5 km/u

381 kg

20  20  
LITHIUM  LITHIUM  

A. 344 kg
B. 499 kg
C. 916 kg

A. 258 kg
B. 344 kg
C. 496 kg

Motor Epower+, 4.2 HP
Battery type Lead acid, 24 V, 400 Ah
Tires 4.00-8, solid rubber
Drive / brakes 4 Hydraulic wheel motors 
Steering Skid steering  
 
 Position 1  Position 2
Hydraulics 12 l / 190 bar 17.7l / 190 bar
Hydraulic tank capacity 40 l
Dimensions mm 1519 x 760 x 1453 (LxWxH)

 
Tipping loads

Motor Epower+, 10 HP
Battery type Lithium Ion, 48 V, 13.5 Kwh
Tires 4.00-10, Trac profile tires
Drive / brakes 4 Hydraulic wheel motors 
Steering Skid steering  
 
 Position 1  Position 2
Hydraulics 15 l / 190 bar 25 l / 190 bar
Hydraulic tank capacity 38 l
Dimensions mm 1519 x 760 x 1458 (LxWxH)

Tipping loads
 

Motor Epower+, 10 HP
Battery type Lithium Ion, 48 V, 18 Kwh
Tires 4.00-10, Trac profile tires
Drive / brakes 4 Hydraulic wheel motors 
Steering Skid steering  
 
 Position 1  Position 2
Hydraulics 15 l / 190 bar 25 l / 190 bar
Hydraulic tank capacity 38 l
Dimensions mm 1519 x 760 x 1458 (LxWxH)

Tipping loads
 



A. 261 kg
B. 379 kg
C. 695 kg

A. 182 kg
B. 241 kg
C. 360 kg

KG

KG

693 kg

2013 mm

7 km/u

381 kg

3030    
PPETROLETROL    

A. 300 kg
B. 436 kg
C. 800 kg

A. 210 kg
B. 280 kg
C. 415 kg

KG

KG

816 kg

2051 mm

8 km/u

580 kg

4040    
PPETROLETROL    

A. 303 kg
B. 440 kg
C. 808 kg

A. 221 kg
B. 294 kg
C. 439 kg

KG

KG

862 kg

2051 mm

8 km/u

515 kg

5050    
DIESELDIESEL    

Engine Honda GX390, 12 HP
Fuel Petrol (Euro95)
Tires 4.00-10, Trac profile tires
Drive / brakes 4 Hydraulic wheel motors 
Steering Skid steering  
 
   
Hydraulics 26 l / 190 bar 
Hydraulic tank capacity 38 l
Dimensions mm 1519 x 760 x 1458 (LxWxH)

 

Tipping loads

Engine Honda GX690, 22 HP
Fuel Petrol (Euro95)
Tires 20x11.00-8, Trac profile tires
Drive / brakes 4 Hydraulic wheel motors 
Steering Skid steering  
 
   
Hydraulics 42 l / 190 bar 
Hydraulic tank capacity 42 l
Dimensions mm 1519 x 1140 x 1495 (LxWxH)

 
Tipping loads

Engine Kubota D902, 25 HP
Fuel Diesel
Tires 20x11.00-8, Trac profile tires
Drive / brakes 4 Hydraulic wheel motors 
Steering Skid steering  
 
   
Hydraulics 42 l / 190 bar 
Hydraulic tank capacity 42 l
Dimensions mm 1519 x 1140 x 1495 (LxWxH)

 
Tipping loads



Klein van stuk, groots in resultaat. Met een bewezen concept voor meer dan 20 jaar, gaat de SHERPA 100 nog steeds 

STERK. Hij is compact, maar toch krachtig en het kleine formaat biedt tal van praktische voordelen. De SHERPA 

100 kan gemakkelijk worden vervoerd in een minibusje en zal geen moeite hebben om door kleine ruimtes te 

ONZE
KLASSIEKERS

SHERPA 100 series 



navigeren, zoals deuren en liften. Deze machine is dan ook een schoolvoorbeeld van slim werken! De SHERPA 100 wordt 

geproduceerd met een breedte van 76 of 114 centimeter. In 2012 introduceerden we de eerste elektrische schranklader, 

maar de SHERPA 100 is ook verkrijgbaar met een benzine- of dieselmotor.



100 SERIES

2050 mm

A. 275 kg
B. 400 kg
C. 735 kg

A. 187 kg
B. 254 kg
C. 395 kg

KG

KG

784 kg

3.5 km/u

250 kg

ECOECO

2050 mm

A. 275 kg
B. 400 kg
C. 735 kg

A. 187 kg
B. 254 kg
C. 395 kg

KG

KG

802 kg

3.5-5 km/u

330 kg

ECOECO    
2SPEED2SPEED

A. 164 kg
B. 239 kg
C. 434 kg

A. 117 kg
B. 159 kg
C. 247 kg

KG

KG

539 kg

2050 mm

5 km/u

300 kg

      AGRIAGRI  
    

Motor Gen2, 4.2 HP
Battery type Lead acid, 24 V, 360 Ah
Tires 4.00-10, Trac profile tires
Drive / brakes Rear: 2 Hydraulic wheel motors 
 Front: by chains
Steering Skid steering  
   
Hydraulics 15.2 l / 150 bar 
Hydraulic tank capacity 38 l
Dimensions mm 1490 x 760 x 1218 (LxWxH)

 
Tipping loads

Motor Gen2, 4.2 HP
Battery type Lead acid, 24 V, 360 Ah
Tires 4.00-8, solid rubber non marking
Drive / brakes Rear: 2 Hydraulic wheel motors 
 Front: by chains
Steering Skid steering  
 Position 1  Position 2
Hydraulics 12.5 l / 180 bar 18 l / 180 bar
Hydraulic tank capacity 38 l
Dimensions mm 1490 x 760 x 1218 (LxWxH)

Tipping loads

Engine Honda GX390, 12 HP
Fuel Petrol (Euro95)
Tires 4.00-10, Trac profile tires
Drive / brakes Rear: 2 Hydraulic wheel motors 
 Front: by chains 
Steering Skid steering   
   
Hydraulics 18 l / 190 bar 
Hydraulic tank capacity 38 l
Dimensions mm 1490 x 760 x 1218 (LxWxH)

 
Tipping loads



2050 mm

KG

KG

712 kg

2105 mm

7.5 km/u

355 kg

STANDARDSTANDARD    
DIESELDIESEL    

A. 262 kg
B. 382 kg
C. 700 kg

A. 174 kg
B. 237 kg
C. 369 kg

KG

KG

642 kg

2105 mm

7 km/u

330 kg

 STANDARD STANDARD    
PPETROLETROL    

A. 234 kg
B. 341 kg
C. 625 kg

A. 150 kg
B. 204 kg
C. 318 kg

KG

KG

570 kg

6 km/u

290 kg

SMALLSMALL    
PPETROLETROL    

A. 203 kg
B. 296 kg
C. 541 kg

A. 141 kg
B. 194 kg
C. 300 kg

Engine Kubota D722, 19 HP
Fuel Diesel
Tires 20x11.00-8, Trac profile tires
Drive / brakes Rear: 2 Hydraulic wheel motors 
 Front: by chains 
Steering Skid steering   
   
Hydraulics 30 l / 190 bar 
Hydraulic tank capacity 45 l
Dimensions mm 1490 x 1140 x 1218 (LxWxH)

 
Tipping loads

Engine Honda GX630, 21 HP
Fuel Petrol (Euro95)
Tires 20x11.00-8, Trac profile tires
Drive / brakes Rear: 2 Hydraulic wheel motors 
 Front: by chains 
Steering Skid steering   
   
Hydraulics 29 l / 190 bar 
Hydraulic tank capacity 45 l
Dimensions mm 1490 x 1140 x 1218 (LxWxH)

 
Tipping loads

Engine Honda GX390, 12 HP
Fuel Petrol (Euro95)
Tires 4.00-10, Trac profile tires
Drive / brakes Rear: 2 Hydraulic wheel motors 
 Front: by chains 
Steering Skid steering   
   
Hydraulics 24 l / 190 bar 
Hydraulic tank capacity 38 l
Dimensions mm 1490 x 760 x 1218 (LxWxH)

 
Tipping loads 



Waar de schrankladers al mijlpalen hebben bereikt als het gaat om slim werken, gaan de knikladers nog een 

stap verder! Meer snelheid, kracht en hefvermogen, met maar liefst twee externe functies.

 
KNIKLADERS



De knikladers hebben ook een zitvlak waarop de chauffeur kan zitten, wat zorgt voor meer rijcomfort. Bekijk 

ons uitgebreide assortiment en vind jouw nieuwe teamgenoot!



ARTICULATED LOADERS

1010S

A. 1070 kg
B. 697 kg
C. 517 kg

A. 764 kg
B. 545 kg
C. 424 kg

KG

KG

1050 kg

2190 mm

7 - 15 km/u

1100 kg

*Tires shown on picture are wide tires: 24 x 13.00 - 12NHS

150150          
DieselDiesel

A. 1070 kg
B. 697 kg
C. 517 kg

A. 764 kg
B. 545 kg
C. 424 kg

KG

KG

989 kg

2190 mm

18 km/u

680 kg

*Tires shown on picture are wide tires: 24 x 13.00 - 12NHS

Motor(s) 4 x Epower+, 55 HP (Total)
Battery type Lithium Ion, 96 V, 18 or 27 Kwh
Tires 5.70 x 12 (standard)*
Drive / brakes Electric 
Steering Articulated steering  
 
 Position 1  Position 2
Hydraulics 25 l / 190 bar 25 l / 190 bar
Hydraulic tank capacity 24 l
Dimensions mm 2359 x 760 x 2218 (LxWxH)

Tipping loads

Engine Kubota D722, 19 HP
Fuel Diesel
Tires 5.70 x 12 (standard)*
Drive / brakes 4 Hydraulic wheel motors 
 
Steering Articulated steering   
Hydraulic drive system 84 l / 350 bar   
Hydraulic work system 24 l / 150 bar 
Hydraulic tank capacity 30 l
Dimensions mm 2359 x 760 x 2218 (LxWxH)

 
Tipping loads

Motor(s) 4 x Epower+, 55 HP (Total)
Battery type Lithium Ion, 96 V, 18 or 27 Kwh
Tires 5.70 x 12 (standard)*
Drive / brakes Electric 
Steering Articulated steering  
 
 Position 1  Position 2
Hydraulics 25 l / 190 bar 25 l / 190 bar
Hydraulic tank capacity 24 l
Dimensions mm 2359 x 760 x 2218 (LxWxH)

Tipping loads

Engine Kubota D722, 19 HP
Fuel Diesel
Tires 5.70 x 12 (standard)*
Drive / brakes 4 Hydraulic wheel motors 
 
Steering Articulated steering   
Hydraulic drive system 84 l / 350 bar   
Hydraulic work system 24 l / 150 bar 
Hydraulic tank capacity 30 l
Dimensions mm 2359 x 760 x 2218 (LxWxH)

 
Tipping loads



300300          
DieselDiesel

A. 2603 kg
B. 1210 kg
C. 827 kg

A. 1115 kg
B. 766 kg
C. 568 kg

KG

KG

1541 kg

2745 mm

19 km/u

810 kg
*Tires shown on picture are wide tires: 31 x 15.5 - 15

200200          
DieselDiesel

A. 1545 kg
B. 962 kg
C. 592 kg

A. 920 kg
B. 661 kg
C. 451 kg

KG

KG

1316 kg

1985 mm

18 km/u

970 kg

*Tires shown on picture are wide tires: 24.00 x 13.00 - 12

Engine Kubota D1105, 25 HP
Fuel Diesel
Tires 7.00 - 12AS (standard)*
Drive / brakes 4 Hydraulic wheel motors 
Service brake Hydraulic/mechanical on rear wheels
Steering Articulated steering   
Hydraulic drive system 102 l / 400 bar   
Hydraulic work system 42 l / 190 bar 
Hydraulic tank capacity 35 l
Dimensions mm 2740 x 1000 x 2390 (LxWxH)

 
Tipping loads

Engine Kubota D1105, 25 HP
Fuel Diesel
Tires 24 x 13.00 - 12NHS (standard)*
Drive / brakes 4 Hydraulic wheel motors 
Service brake Hydraulic/mechanical on rear wheels
Steering Articulated steering   
Hydraulic drive system 84 l / 400 bar   
Hydraulic work system 33 l / 190 bar 
Hydraulic tank capacity 38 l
Dimensions mm 2405 x 1000 x 2330 (LxWxH)

 
Tipping loads

Engine Kubota D1105, 25 HP
Fuel Diesel
Tires 7.00 - 12AS (standard)*
Drive / brakes 4 Hydraulic wheel motors 
Service brake Hydraulic/mechanical on rear wheels
Steering Articulated steering   
Hydraulic drive system 102 l / 400 bar   
Hydraulic work system 42 l / 190 bar 
Hydraulic tank capacity 35 l
Dimensions mm 2740 x 1000 x 2390 (LxWxH)

 
Tipping loads

Engine Kubota D1105, 25 HP
Fuel Diesel
Tires 24 x 13.00 - 12NHS (standard)*
Drive / brakes 4 Hydraulic wheel motors 
Service brake Hydraulic/mechanical on rear wheels
Steering Articulated steering   
Hydraulic drive system 84 l / 400 bar   
Hydraulic work system 33 l / 190 bar 
Hydraulic tank capacity 38 l
Dimensions mm 2405 x 1000 x 2330 (LxWxH)

 
Tipping loads



Elke baan is anders. Daarom hebben we een breed scala aan gereedschappen en hulpstukken ontwikkeld, 

bedoeld voor specifieke toepassingen. Wilt u tijd en geld besparen en tegelijkertijd frustraties en 

lichamelijke klachten voorkomen? Rust uw machine uit met gereedschappen die passen bij het werk dat u 

te wachten staat.

KIES JE 
WERKTUIG



Van bakken en sloophamers tot palletvorken en rolbezems, met meer dan 50 hulpstukken vindt u zeker 

het juiste gereedschap voor de klus. Kijk op onze website www.sherpaminiloaders.com voor ons volledige 

assortiment aanbouwdelen. Don’t work hard, work smart!



ATTACHMENTS

PALLET VORKEN HYDRAULISCHE MESTRIEK

TAPIJT SCHRAPER ONKRUIDBORSTEL

LAADBAKPELIKAANBAK

THIS IS JUST A SMALL SELECTION OF OUR ATTACHMENTS.



MAAIDEKSNEEUW- / VOEDRESCHUIF

BOMENGRIJPERSTOBBE FREES

ROL BEZEM SLOOPHAMER

PLEASE VISIT OUR WEBSITE FOR THE FULL RANGE!



+31 412 61 33 44

info@sherpaminiloaders.com

www.sherpaminiloaders.com

Canadabaan 14

5388 RT  Nistelrode

The Netherlands

Follow us on:

LIGHTEN THE LOAD


